Tunstall Steam Trap Capsules®
Submittal Data

TFBJ-5000

Established 1958

Project:
Engineer:
Contractor:

Representative/Supplier: Repairs Barnes and

Jones Model 5000

Post & Spring Style

Features
e 100% Stainless Steel Thermostatic Capsule, TIG Welded Construction
Stainless Steel Spring (If Required)
Stainless Steel Seat
Stainless Steel Bellows
EPDM Gasket Rated to 300°F (Saturated Steam)
12 Month Warranty

Specifications

Spring Type
For low pressure steam radiator traps vacuum to 45 psig. Stainless steel bellows with corrosion

resistant stainless steel plug and seat. All parts calibrated inside a heavy duty stainless steel cap-
sule (housing) with a stainless steel spring inserted on a stainless steel post at the top of capsule
(housing). The seat projection to be unthreaded to facilitate easy installation where the orifice in
the trap body has no threads.

Thread Type
For low pressure steam radiator traps vacuum to 45 psig. Stainless steel bellows with corrosion

resistant stainless steel plug and seat. All parts calibrated inside a heavy duty stainless steel cap-
sule (housing). The seat projection to be threaded to facilitate easy installation where the orifice
in the trap body is threaded. TC Tool to be provided for ease of installation.

New steam trap covers may be necessary to facilitate the capsule installation and will be provided as
required.
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Tunstall Steam Trap Capsules®
Submittal Data

TPDB-1301

Established 1958

Project:
Engineer:
Contractor:

Representative/Supplier: Repairs Dunham

Bush / Mepco 1-¢

=

Post & Spring Style

Features
e 100% Stainless Steel Thermostatic Capsule, TIG Welded Construction
Stainless Steel Spring (If Required)
Stainless Steel Seat
Stainless Steel Bellows
EPDM Gasket Rated to 300°F (Saturated Steam)
12 Month Warranty

Specifications

Spring Type
For low pressure steam radiator traps vacuum to 45 psig. Stainless steel bellows with corrosion

resistant stainless steel plug and seat. All parts calibrated inside a heavy duty stainless steel cap-
sule (housing) with a stainless steel spring inserted on a stainless steel post at the top of capsule
(housing). The seat projection to be unthreaded to facilitate easy installation where the orifice in
the trap body has no threads.

Thread Type
For low pressure steam radiator traps vacuum to 45 psig. Stainless steel bellows with corrosion

resistant stainless steel plug and seat. All parts calibrated inside a heavy duty stainless steel cap-
sule (housing). The seat projection to be threaded to facilitate easy installation where the orifice
in the trap body is threaded. TC Tool to be provided for ease of installation.

New steam trap covers may be necessary to facilitate the capsule installation and will be provided as
required.
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